Quality with
a conscience

We are an innovative brand with a mission to reduce, reuse and recycle
in everything we do, starting with our new range of resins.
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We aim to create a more sustainable world for the future of our
planet and generations to come. This means minimising

our own carbon footprint through innovation, while

also helping our customers reduce theirs.

Our Earthkind range is a testament
to this drive for change.

THE 100-SERIES

Our new range uses PET derived from
recycling plastic bottles to manufacture
polyester resins.

The recycling process allows us to replace
certain additives and raw materials to
manufacture a good quality resin and
contribute to the circular economy. Our
100-Series not only lowers the carbon
emissions of raw manufacturing, but also
helps combat the plastic pollution that is
plaguing our environment and oceans.
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NCS 102 PA

GENERAL-PURPOSE LLOYDS
APPROVED LAMINATING RESIN

APPLICATION: Hand lay-up/spray-up
VISCOSITY: 400 - 600cPs

THIX INDEX: 2.4 - 3.0

GEL TIME (MINUTES): 15 - 25

HDT (°C): 80+ 5

666

LIQUID COLOUR MAY VARY

kgCO,e/ton Recycled Plastic
Content

TYPICAL LIQUID PROPERTIES

DESCRIPTION

The new NCS Resins range of rPET (polyethylene terephthalate) products
is based on INNOVATIVE hybrid green technology and designed to offer
better VALUE.

NCS 102 PA is an rPET-based resin and this eco-friendly technology
contributes to sustainable development to conserve our environment.

APPLICATION

NCS 102 PA is a rigid, medium reactivity, thixotropic, unsaturated
polyester resin. It is pre-accelerated with a good cure rate.

NCS 102 PA is Lloyds Approved and designed for hand lay-up and spray
applications. This resin is ideal for use in automotive components and
general industrial mouldings. Each user must determine the suitability
of this product for their particular mode of operation and intended end
use application.

FEATURES BENEFITS

Low viscosity Excellent glassfibre wet-out

Thixotropic Minimal drainage

Non-air-inhibited Cures to a tack-free finish

Specially promoted Predictable gel time & cure rate

High heat distortion
temperature

Good heat resistance

Meets international quality

Lloyds Approved
4 PP standards

Reduced PET waste & lower

Hybrid green technology CO. emissions
2

PROPERTY SPECIFICATION oD
Relative density, ratio 1,10 - 1,12 14
Viscosity @ 25°C, mPa.s 400 - 600 53

Acid value, mg KOH/g <27 13

Volatile content, % 43 - 46 7A

Gel time @ 25°C, 2 phr* Butanox M50, minutes 15 - 25 8

Liquid appearance Dark, opaque 2

Stability in the dark @ 25°C, months 6 minimum 4]

*phr = parts per hundred resin, by mass
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NCS 103 PA

HIGH PERFORMANCE LLOYDS
APPROVED LAMINATING RESIN

APPLICATION: Hand lay-up/spray-up
VISCOSITY: 400 - 600cPs

THIX INDEX: 2.4 - 3.0

GEL TIME (MINUTES): 40 - 50

HDT (°C): 85+ 5

LIQUID COLOUR IS CONSISTENT

kgCO,e/ton

Recycled Plastic
Content

TYPICAL LIQUID PROPERTIES

DESCRIPTION

The new NCS Resins range of rPET (polyethylene terephthalate) products
is based on INNOVATIVE hybrid green technology and designed to offer
better VALUE.

NCS 103 PA is an rPET-based resin and this eco-friendly technology
contributes to sustainable development to conserve our environment.

APPLICATION

NCS 103 PA is a rigid, medium reactivity, thixotropic, unsaturated
polyester resin. It is pre-accelerated with a good cure rate and is our
premium PET resin with good liquid colour consistency.

NCS 103 PA is Lloyds Approved and designed for hand lay-up as well as
spray applications. This resin is ideal for use in automotive components,
general industrial mouldings and marine applications. Each user must
determine the suitability of this product for their particular mode of
operation and intended end use application.

FEATURES BENEFITS

Low viscosity Excellent glassfibre wet-out

Thixotropic Minimal drainage

Non-air-inhibited Cures to a tack-free finish

Specially promoted Predictable gel time & cure rate

High heat distortion
temperature

Good heat resistance

Meets international quality

Lloyds Approved
4 PP standards

Reduced PET waste & lower

Hybrid green technology CO. emissions
2

PROPERTY SPECIFICATION Mo,
Relative density, ratio 1,10 -1,12 14
Viscosity @ 25°C, mPa.s 400 - 600 53

Acid value, mg KOH/g <27 13

Volatile content, % 43 - 46 7A

Gel time @ 25°C, 1 phr* Butanox M50, minutes 40 -50 8

Liquid appearance Opaque, faint pink 2

Stability in the dark @ 25°C, months 6 minimum 4]

*phr = parts per hundred resin, by mass



NCS 102 PA LIQUID & LAMINATE COLOUR VARIATION

NCS 102 PA is based on post-consumer PET. The use of this material
therefore results in the colour variation achieved. Below is a comparative
illustration of the liquid colour of NCS 901 PA versus the colour variation
expected in NCS 102 PA and the respective laminates.
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NCS 103 PA LIQUID & LAMINATE COLOUR VARIATION

NCS 103 PA is the premium, Lloyds Approved rPET resin, which
offers the same performance as conventional Isophthalic resins with
uncompromised quality. There is no colour variation, as with NCS 102 PA,

since only clear rPET is used.
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www.BeEarthkind.co.za

HEAD OFFICE
9 Pineside Road, New Germany, Durban, 3610
+27 (0)31 713 0600
earthkind@ncsresins.com

Product subject to rPET availability



